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GU10 | 9W

MAX. CD: 64

65

52

39

26

13

90 0

75 0

60 0

45 0

30 0 15 0 00

78

62.4

46.8

31.2

15.6

90 0

75 0

60 0

45 0

30 0 15 0 00

MAX. CD: 77

GU10 | 11W

 
                       

=1010

M LUX

0.5 247

1 61

1.5 27

2 15
=102 0

LUX

288

72

32

18

=350

M LUX

0.5 2400

1 600

1.5 267

2 150

120

240

360

480

600

80 0

60 0

45 0

20 0 00

MAX. CD: 600

GU10  LED | 7W

OPERA RANGE
IP64 downlight for GU10 reflector, CFL or LED

DOWNLIGHTS
GU10 | 9W

MAX. CD: 64

65

52

39

26

13

90 0

75 0

60 0

45 0

30 0 15 0 00

78

62.4

46.8

31.2

15.6

90 0

75 0

60 0

45 0

30 0 15 0 00

MAX. CD: 77

GU10 | 11W

 
                       

=1010

M LUX

0.5 247

1 61

1.5 27

2 15
=102 0

LUX

288

72

32

18

=350

M LUX

0.5 2400

1 600

1.5 267

2 150

120

240

360

480

600

80 0

60 0

45 0

20 0 00

MAX. CD: 600

GU10  LED | 7W

OPERA RANGE
IP64 downlight for GU10 reflector, CFL or LED

DOWNLIGHTS

GU10 | 9W GU10 | 11W

 
                       

=90º

M LUX

0.5 440 

1 110

1.5 49

2 28
=90º

LUX

550

125

56

31

MAX RANGE
Adjustable downlight for GU10 reflector CFL 
 

DOWNLIGHTS
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M LUX

0.5 4852 

1 1213

1.5 539

2 303

= 30º

KEVINA
Downlight for Matrix GY9.3 Lamp 

PLi | 11W

 
                       

M LUX

0.5 5328 

1 1332

1.5 592

2 333

= 30º

PLi | 15W

EDGE
Downlight for Matrix GY9.3 Lamp 
 PLi | 11W

 
                       

M LUX

0.5 1200 

1 300

1.5 133

2 75

= 74º

 
                       

M LUX

0.5 1188 

1 297

1.5 132

2 74

= 104º

PLi | 15W

30 0 15 0 00

90 0

75 0

60 0

45 0

28

56

84

112

140

 
                       

M LUX

0.5 523 

1 131

1.5 58

2 33

= 120º

CRONOS
Downlights for 13W GX53 lamp 

30 0 15 0 00

90 0

75 0

60 0

45 0 160

128

96

64

32

MAX. CD: 153

 
                       

M LUX

0.5 610 

1 153

1.5 68

2 38

= 91º
ACCENT LIGHT

HYDRA
Downlights for 13W GX53 lamp 

 
                       

M LUX

0.5 460 

1 115

1.5 51

2 29

=   146º

PLANEX
Downlight for 13W GX53 lamp 

 
                       

M LUX

0.5 460 

1 115

1.5 51

2 29

= 106º

PALMLITE
Surface mounted fitting 
with 9W GX53 lamp

ARIZONA
Wall lamp for 9W GX53 lamp

Arizona up and down 
Arizona up or down 

WALL LAMPS

MAX. CD: 94
=1010

M LUX

0.5 376

1 94

1.5 42

2 24

30 0 15 0 00

19

38

56

75

94

90 0

75 0

60 0

45 0

CONXENTO
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To download our photometric data 

please visit our website at 

www.megamanuk.com
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=106 0

M LUX

0.5 328

1 82

1.5 36

2 21

MAX. CD: 82

20

41

64

81

90 0

75 0

60 0

45 0

30 0 15 0 00

SALSA
Wall lamp for GX53 lamp
SALSA with articulated arm | SALSA with 
flexible arm | SALSA with short arm 

=106 0

M LUX

0.5 328

1 82

1.5 36

2 21

MAX. CD: 82

20

41

64

81

90 0

75 0

60 0

45 0

30 0 15 0 00

OYA with flexible arms
Wall lamp for GX53 lamp

MAX. CD: 400
30 0 15 0 00

90 0

75 0

60 0

45 0

M

0.5

1

1.5

2

LUX

1360

340

151

85410

328

246

164

82

=450

AERO
With CFL AR111 GX53 

2 lights RECESSED | 3 lights RECESSED
4 lights RECESSED | 4 lights SQUARE RECESSED 
3 lights VERTICAL FLOOR LAMP | 4 lights 
VERTICAL FLOOR LAMP | 2 lights SUSPENSION  3 
lights SUSPENSION | 4 lights SUSPENSION
4 lights SQUARE SUSPENSION

AERO RETAIL RANGE

LUSTER
For 200W Clusterlite 

LUSTER PC reflector 

HIGH BAY

LUSTER aluminium reflector

LUSTER aluminium reflector

M LUX

0.5 4592

1 1148

1.5 510

2 287

=240 0

M LUX

0.5 11708

1 2927

1.5 1301

2 732

=1050

M LUX

0.5 19980

1 4995

1.5 2220

2 1249

=810

KEPPA
Floodlight for 60W Clusterlite 

FLOODLIGHTS

M LUX

0.5 3376

1 844

1.5 375

2 211

=90 0

ADVANT
Portable floodlight for Clusterlite 60W

FLOODLIGHTS

M LUX

0.5 2588

1 647

1.5 288

2 162

=?0

TOTT
Floodlight with R7s 

FLOODLIGHTS

M LUX

0.5 1200

1 300

1.5 133

2 75

=101      0

=880

M LUX

0.5 268

1 67

1.5 30

2 17

MAX. CD: 67

90 0

75 0

60 0

45 0

30 0 15 0 00

13.4

26.8

40.2

53.6

67

ICE
Inground walkover for GX53 lamp

WALKOVER

LUSTER
For 200W Clusterlite 

LUSTER PC reflector 

HIGH BAY

LUSTER aluminium reflector

LUSTER aluminium reflector

M LUX

0.5 4592

1 1148

1.5 510

2 287

=240 0

M LUX

0.5 11708

1 2927

1.5 1301

2 732

=1050

M LUX

0.5 19980

1 4995

1.5 2220

2 1249

=810

=880

ACCENT LIGHT

M LUX

0.5 268

1 67

1.5 30

2 17

MAX. CD: 67

90 0

75 0

60 0

45 0

30 0 15 0 00

13.4

26.8

40.2

53.6

67

LOUISIANA
IP64 wall light for GX53 lamp

WALL LIGHTS

=920

M LUX

0.5 301

1 75

1.5 33

2 18

MAX. CD: 75

16

32

48

64

30 0 15 0 00

90 0

75 0

60 0

45 0

ARKO
Wall/Ceiling light for GX53 lamp

LYX
Wall/Ceiling light for GX53

=112 0

M LUX

0.5 240

1 60

1.5 27

2 15

MAX. CD: 60

12.2

24.4

36.6

48.8

30 0 30 015 0 15 000

90 0

75 0

60 0

45 0

90 0

75 0

60 0

45 0

=980

M LUX

0.5 368

1 92

1.5 41

2 23

MAX. CD: 92

19

37

56

74

93

90 0

75 0

60 0

45 0

30 0 15 0 00

NEVADA
IP64 Spotlight for GX53 Lamp

SPOTLIGHT

LYX
Wall/Ceiling light for GX53

To download our photometric data 

please visit our website at 

www.megamanuk.com
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